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Fanless design Night working mode Para color
and Stand-by can be customized

Para on-off Efficient logical Super strong
menu momentum

Features Thinnest Stable sensor 3 lights for Rich interface with
« 12.1" color TFT LCD Screen; smaller footprint interface different alarms protective cover

= Nice structure design, high recognition;

= Fanless design ensures low power consumption;

= 8.9cm thickness, thin and light weight. More portable;
e I WEIGHE OrE POrabe _ 1200 48H
» Alarm limits with alarm levels and alarm indication (visual as well as audio); NIBP
= Top class device performance: industries knob made by Japanese Alps, waterproof Power MeaRse‘ifiee‘Jv‘e“‘

Button by OMRON, CPU core by USA Atmel, _
USA ADI Integration solution for ECG signal capture and etc; 720H 1000

- Leading measurement technology: ISTAM SPO2, MEA ECG, STAT NIBP and etc:

= Detection facility for advanced Arrhythmias along with ST analysis, ST mapping, QT
analysis, HRV analysis & NIBP analysis; 1000 ' 48H

= Supports keyboard and mouse for easy operation;
= Support USB interface, SD Card interface. Easily upgradable. (A Haeg -
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AURORA Series

Display Type 12" color TFT LCD
With touch screen (Optional)
Resolution 8007600 pixels
Waveforms Upto8
ECG
Input 3/5/12 wires ECG cable

Lead section I O I avRk,avL aVF, v

Gain selection *0.25,"0.5,*1,*2

Sweep speed 6.25mmvs, 12.5mmv's 25mmy's, 50mmi's
Heart rate range 15~-300bpm

Calibration +1 mv

Accuracy +1bpm or £1% (select the bigger data)

Oscillometric method
Adult Pediatric and Neonate
Systolic,Diastolic, Mean

NIBP

Philosophy
Measurement type
Measurement parameter Automatic, Continuous measurement
mmHg/kPa selection

+3mmHg or +2%

Measurement method Manual

Accuracy

Display type Waveform, Data

Measurement range 0~100%

Accuracy +3% (between 70%-100%)

Pulse rate range 20--300bpm

Accuracy +1bpm or 2% (select the bigger data)
Resolution Tbpm

LONG LIFE AND
RELIABLE
BUTTONS

Waterproof switches imported
from OMRON Co. Japan

Life span more than 10,00,000
times.

[Domestic life just 500,000 times.)

HIGH RESOLUTION
LONG LIFE TFT

Industrial grade with life span
of more than 50,000 Hrs.

2-Temperature(Rectal & Surface)

Number of channel 2 channel
Measurement range 0=50°C
Accuracy H12'C
Resolution 0.1°C

Display T1,T2HT

Unit °CI°F selection
Refresh cycle 1s~25

Respiration(Impedance & Nasal Tube)

Measurement type 0~150rpm
Accuracy +1bpm or £5%, select the bigger data
Resolution Trpm

ETCO2-Plug & Play (optional)

Measurement type

Side stream / main stream
0~10.0%; 0~76mmHg

< 5.0%, £0.28kPa; +2mmHg
>5.0%, £10%

Measurement range

Accuracy

2-I1BP (optional)

Measurement range -10~300mmHg
Number of channel 1 or 2 channel
Accuracy +1mmHg or £2%, selectthe bigger data
Pressure tag ART, CVP, RVP, LAP,
RAP, PAP, ICP, LVP

EASILY Replaceable
Battery

changed without turning.

ST
LONG LIFE ROTARY o ‘b; COVERED INTERFACE PARAMETER COLOUR
CONTROL KNOB ] il .| [ | PORTS CHOICE _
Imported from APLS Co., i | This avoids dust and increases Option fo choose different
JAPAN., Life span more than 1 & ] ifer of ports. colours for different.
10,00.000 fimes. | o .4

Hot removable battery. Can be



