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PM-355 PATIENT MONITOR

FLEXIBLE, RELIABLE AND SCIENTIFIC DESIGN

This equipment can monitor such parameters as HR, ECG, SPO2, NIBP, RESP, TEMP, CO2 (optional). It integrates
parameter measuring module, display and recorder in one device to form a high cost-performance, high safety
and low power consumption device.
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* There are three filtering modes of monitoring, diagnosis and surgery, to satisfy various scenarios;
* Support fast import/export of USB configuration to meet the needs of different departments;

» Large storage capacity: it can meet the data storage requirements of continuous patient
monitoring for at least 1200 hours;

Outstanding Quality

1024*768 color LCD display, touch screen full viewing angle display, 10-level brightness adjustment;
The vertical button layout on the right side satisfies the quick operation of various scenarios;
30-second blood pressure measurement, performance, function, all-around;

ECG 12-core anti-interference socket design;

There are more than three ways to enter the alarm limit setting, and there is no need to operate too
much for newly received patients;

With blood pressure STAT measurement mode, it will automatically exit after 5 minutes of continuous
measurement;

With automatic blood pressure measurement interval time adjustment above level 10, to meet the needs
of different patients for monitoring;

Trigger the printing function, record every abnormality in time; improve the communication efficiency
between nurses and doctors (optional);

Super long alarm light, multi-angle visibility, easier to monitor patient status information;

The alarm sound and the pulse rate sound are independent, the pulse rate sound continues to respond
when the alarm is muted, and the alarm sound can be activated normally when the pulse rate sound is muted;
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Standard Accessories
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Blood pressure accessories Accessory interface connection

Blood oxygen probe
* Standard accessories: five-lead wire*1, body surface temperature probe*1, blood oxygen probe*1, blood
pressure extension tube*1, blood pressure cuff*1, power cord, disposable electrode pads*10 pieces;

Optional Accessories
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Wall Bracket Rolling Stand Printer

* Optional accessories: printer, trolley, wall bracket, etc.
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